
IT GB

Materiali e Componenti

1   Testata posteriore Alluminio Pressofuso Sabbiato
2	 Pistone alluminio posteriore
3   O-ring in NBR o FKM 
4   Magnete in Plastoferrite 
5   Guarnizione pistone in Poliuretano o FKM
6   Pistone in Alluminio anteriore
7   Camicia in Alluminio anodizzato  
8   Guida pistone in Resina acetalica 
9   O-ring in NBR o FKM  
10 Spillo ammortizzatore in Acciaio zincato  
11 Guarnizione ammortizzatore in Poliuretano o FKM  
12	Testata anteriore in Alluminio Pressofuso Sabbiato 
13 Vite di fissaggio in Acciaio zincato  
14 Guarnizione stelo in Poliuretano o FKM   
15 Stelo in Acciaio cromato o Acciaio inox
16 O-ring in NBR o FKM
17 Bronzina in Bronzo sinterizzato 
18 Dado stelo in Acciaio zincato
19	Anello elastico in Acciaio

Component Parts and Materials

1	 Rear head Die-casted Sandblasted aluminium
2	 Aluminum back piston
3	 O-ring NBR or FKM
4	 Magnet Bonded ferrite
5	 Piston seal in Polyurethane or FKM
6	 Piston in Aluminium
7	 Tube Anodized aluminium  
8	 Piston guide in Acetal resin
9	 O-ring in NBR o FKM
10	Cushioning screw Galvanized steel
11	Cushioning seal in Polyurethane or FKM
12	Front head Die-casted Sandblasted aluminium
13	Fixing screw Galvanized steel
14	Rod seal in Polyurethane or FKM
15	Rod Chromium plated steel or Stainless steel
16	O-ring in NBR or FKM
17	Bush in Sintered bronze
18	Rod nut Galvanized steel
19	Elastic ring made in steel

Cilindri ISO 15552 diametro 32-125
ISO 15552 cylinders diameter 32-125

CARATTERISTICHE TECNICHE
TECHNICAL CHARACTERISTICS

2011/65/CE PED 
2014/68/

UE
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FREE
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IT

1 bar (0.1 MPa)

10 bar (1 MPa)

Pressioni�

Pressures

Bar

Fluidi compatibili
Aria compressa filtrata lubrificata 
e non lubrificata. 

Fluids
Filtered and lubricated compressed air 
as well as non lubricated air.

0 °C �(-20 °C con aria secca) 
(-20 °C with dry air)

+ 80 °C

Temperature

Temperatures

Funzionamento
Doppio effetto ammortizzato magne-
tico o non magnetico, stelo singolo o 
passante.

Functioning
Double acting single or double end rod,  
magnetic or non-magnetic, cushioned or 
non-cushioned. 

Materiali e Componenti

1 Testata posteriore Alluminio Pressofuso Sabbiato
2 Dado in Acciaio zincato e anodizzato 
3 O-ring in NBR o FKM 
4 Magnete in Plastoferrite 
5 Guarnizione pistone in Poliuretano o FKM
6 Pistone in Alluminio 
7 Tubo in Alluminio anodizzato  
8 Guida pistone in Resina acetalica 
9 O-ring in NBR o FKM
10 Spillo ammortizzatore in Acciaio zincato  
11 Guarnizione ammortizzatore in Poliuretano o FKM  
12 Testata anteriore in Alluminio Pressofuso Sabbiato 
13 Vite di fissaggio in Acciaio zincato  
14 Guarnizione stelo in Poliuretano o FKM   
15 Stelo in Acciaio cromato o Acciaio inox
16 O-ring in NBR o FKM
17 Bronzina in Bronzo sinterizzato 
18	Tirante in acciao zincato
19 Dado stelo in Acciaio zincato
20	Anello elastico in Acciaio

Cilindri ISO 15552 diametro 160-250
Cylinders ISO 15552 diameter 160-250

GB

Component Parts and Materials

1 Rear head Die-casted Sandblasted aluminium
2 Zinc-plated steel Nut
3 O-ring NBR or FKM
4 Magnet Bonded ferrite
5 Piston seal in Polyurethane or FKM
6 Piston in Aluminium
7 Tube Anodized aluminium  
8 Piston guide in Acetal resin
9 O-ring in NBR o FKM
10	Cushioning screw Galvanized steel
11	Cushioning seal in Polyurethane or FKM
12	Front head Die-casted Sandblasted aluminium
13	Fixing screw Galvanized steel
14	Rod seal in Polyurethane or FKM
15	Rod Chromium plated steel or Stainless steel
16	O-ring in NBR or FKM
17	Bush in Sintered bronze
18	Tie rod Galvanized steel
19	Rod nut Galvanized steel
20	Elastic ring made in steel
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